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®

222285- | .pdf
Joyce & Craig,

We had a positive hit on October 9, 2011. It was one fiber of chrysolite. See the attached. Please let me know if
you have any questions or concerns.

Thanks,

Mike Shepherd

Project Manager .

Rocky Mountain Power - Major Projects
801.220.4584 Office

801.631.1310 Cell

801.220.2797 Fax
michael.shepherd@pacificorp.com
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o Reservoirs Environmentai, Inc.

October 17, 2011 Laboratory Code: RES
Subcontract Number: NA
Laboratory Report: RES 222285-1
Project#/P.O. # None Given
Project Description: Rocky Mtn. Power 3rd
David Roskelley West Sub Station

R & R Environmental
47 West 9000 South #2
Sandy UT 84070

Dear Customer,

Reservoirs Environmental, Inc. is an analytical laboratory accredited for the analysis of Industrial Hygiene
and Environmental matrices by the National Voluntary Laboratory Accreditation Program (NVLAP), Lab
Code 101896-0 for Transmission Electron Microscopy (TEM) and Polarized Light Microscopy (PLM)
analysis and the American Industrial Hygiene Association (AIHA), Lab ID 101533 - Accreditation Certificate
#480 for Phase Contrast Microscopy (PCM) analysis. This laboratory is currently prof|C|ent in both
Proficiency Testing and PAT programs respectively.

Reservoirs Environmental, Inc. has analyzed the following samples for asbestos content as per your
request. The analysis has been completed in general accordance with the appropriate methodology as
stated in the attached analysis table. The results have been submitted to your office.

RES 222285-1 is the job number assigned to this study. This report is considered highly confidential

and the sole property of the customer. Reservoirs Environmental, Inc. will not discuss any part of this study
with personnel other than those of the client. The results described in this report only apply to the samples
analyzed. This report must not be used to claim endorsement of products or analytical results by NVLAP or
any agency of the U.S. Government. This report shall not be reproduced except in full, without written
approval from Reservoirs Environmental, Inc. Samples will be disposed of after sixty days unless longer
storage is requested. If you have any questions about this report, please feel free to call 303-964-1986.

Sincerely,

Jeanne Spencer Orr

President
P: 303-964-1986 5801 Logan Street, Suite 100 Denver, CO 80216 - 1-866-RESI-ENV

F: 3034771275 www.reilab.com
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RESERVOIRS ENVIRONMENTAL, INC.
NVLAP Lab Code 101896-0; TDH: #30-0015

-TABLE I. TEM AiR FILTER SAMPLE DATA AND ANALYTICAL RESULTS

RES Job Number: RES 222285-1

Client: : R & R Environmental

Client Project Number / P.O.: None Given

Client Project Description: Rocky Mtn. Power 3rd West Sub Station

Date Samples Received: October 11, 2011
Analysis Type: TEM, AHERA
Turnaround: 3-5 Day
Date Samples Analyzed: October 17, 2011
Client Lab Area Air Number of Analytical Asbestos Filter
ID Number ID Number Analyzed Volume Asbestos Sensitivity Concentration Loading
' Sampled Structures : -
Detected .

(mm?) (L) (slcc) (slcc) (s/mm?)
3w-100811-S EM 808582 0.0550 1433 ND 0.0049 BAS + BAS
3wW-100811-E EM 808583 0.0550 1478 ND 0.0047 BAS BAS
3wW-100811-N EM 808584 0.0550 1447 ND 0.0048 BAS BAS
3w-100811-W EM 808585 0.0550 1476 ND 0.0047 BAS BAS
3w-100911-S EM - 808586 0.0880 950 ND 0.0046 BAS BAS
3wW-100911-E EM 808587 0.0880 940 _ ND 0.0047 BAS BAS
3wW-100911-N EM 808588 0.0880 940 1 0.0047 0.0047 11.4
3wW-100911-wW EM 808589 0.0880 : 940 ND 0.0047 BAS BAS
NA = Not Analyzed Filter Material = Mixed Cellulose Ester gy
ND = None Detected Filter Diameter = 25 mm o
BAS = Below Analytical Sensitivity ' Effective Filter Area = 385 sq mm ) s

Average Grid Opening in.mm* =0.011

DATA QA
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RESERVOIRS ENVIRONMENTAL, INC.
NVLAP Lab Code 101896-0; TDH: #30-0015

TABLE ll. SUMMARY OF ANALYTICAL DATA

RES Job Number:- RES 222285-1
Client: - R & R Environmental
Client Project Number / P.O.: None Given

Client Project Description: Rocky Mtn. Power 3rd West Sub Station
Date Samples Received: October 11, 2011

Analysis Type: TEM, AHERA
Turnaround: 3-5 Day
Date Samples Analyzed: October 17, 2011
Client ' Lab Asbestos Structures **Excluded Asbestos
ID Number ID Number Mineral >5 Microns Structures Structures
Asbestos Structure Types* in Length for
Fibers Bundles Clusters Matrices Concentration
3W-100811-S EM 808582 ND 0 0 0 0 0 0 0
3W-100811-E EM 808583 ND 0 0 0 0 0 0 0
3W-100811-N EM 808584 ND 0 0 0 0 0 0 0
3W-100811-W EM 808585 ND 0 0 0 0 0 0 0
3W-100911-8 EM 808586 ND 0 0 0 0 0 0 0
3W-100911-E EM 808587 ND 0 0 0 0 0 0 0
3W-100911-N EM 808588 Chrysotile 1 0 0 0 0 0 1
3W-100911-W EM 808589 ND 0 0 0 0 0 0 0

*See Analytical Procedure for definitions

**C = Excluded from total due to lack of confirmation

**L = Excluded from total for length less than 0.5 micron (AHERA only)
**A = Excluded from total due to incorrect aspect ratio

ND = None Detected
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Due Date;_ 10 il - to"1 ¥ . . RES 222285
DueTime._______ jgzo BEiLas Ressesrverirs Envirormmental, inc.
\ 9801 Logen St Danver, CO 80218 - Phx 303 984-1888 « Pax 303-477-4275  Tol) Free :888 RESI-ENYV
Pagor : 843.508-2008 ’
INVOICE TO: (IF DIFFERENT) - CONTACT INFORMATION:
cmv. » [Company: Contact AN Conlact: s
XX - Witohel S o Vave: [oakollp il 1 5
2:!”’! “ K 7‘0 Fac . Fax
: [Cotpager: % RRF Cebpager. -62(4
Projact Numbw entier P.O, & N Firal flﬂl Emed AMI-I: .
|ASBESTOS LABORATORY HOURS: WaaKdays: Tam - 7pni ' REQUESTED ANALYSIS VALID MATRIX COOES LAB NOTES:
PURTPCM{TEN)  __ RUGH (Sama Day) ﬂmonrrv {Naxt Day) X STANDARD Alr= A Bulc=8 '
(Rifti PCM = 8hr, TEM = 6hr.) __Dust=D Paint= P
CHEMISTRY LABORATORY HOURS: Weekdays: 8am - 8pm _Solla8 Wipe s W
Metai{e) / Dust —RUSH _ 24 hr. ___3-8Dey wprtor neltchton| § | Swab o 8W F = Food
RCRA 8 { Metals & Welding for noUicMion s, : ] Orinking Wetar = OW | Wasts Water o WW
Puma Scan / TCLP ~— RUSH__8day__10day "?:,::dm § < g ,§ O = Other
- |Organica —_24t. __3day__BDay 3l g “ASTM E1782 approved wipe media only**
MICROBIOLOGY LABORATORY HOURS: We Wnkda);s' agm - 6pm &g g g
E.coll Q157:H7, Collforma, S.auraua ___24h, __2Day __3-8Day g g % g : B} 1
Salmonralla, Listesla, @.coll, APC, Y & M —.48Hr. __3-5Day g : é o r i 5
Mold . RUSH__24Hr__48Hr__3Day_ 5Day Tg g / ﬁg ¥ §° 550
'Tumlround tlmca cstablish a laboratory prionty, sub) to laboratory vol and aro not guarantacd. Additional fces g 3 § N4 ., E 7' E ] i. 2 5 E g
apply for aRorhoura, waakeiida and holldaye.** . g a E | E + g $ly ¥ o % X ;
Special Inatsuctions: g g L Ol g ¥ N > § ; EM Number (Lasormtory]
; : N K g o B ] .a g | 8 g g Date Time Uee Only}
___ : E £ |3 (81a)3(3|uldlul>]2 2 i Collected | Collected
Client sample ID number (Sample itya must be unique) 2 E E____ g8 MICROBIOLOOY B [ X a] mm itren afp
1]3W 10p31L- S X I luss]A || wldlu ROogSE2
21%5 00k - 478 €3
312w 08 - N e l4 Y.
413w (o08lL— W L6 T —
8 3w 100 - 5 a0 tofaly T
812w iondll- £ quo s7
713 oo i - M g 5%
8 |34 - ©0qu(- W ¥ 940 5=
9
10 Y
Number of samples received: <) (Additionat samples shall be listed on attached lons form.)
NOTE: RBIl Wit snalyss Incomnino ssniplae (irformetion recoived and wili not be responsibie for errors or 8 in cak g from the Inaccuracy of originat data, By signing cliant/company repressntative agreas tht submissian of the foliowing Samplee for raqueeted
anslysls as indoaiga on this Cliain of Custody sial conslittte an analytical sarvicas agreamant with payment tarms of NET ao days, failure h comply with paymanli twma mey rasult In @ 1.5% monthly iInwneet ateehiarga.
! ;@'EC Date/Time: {0 IQ[ it Sample Condition;  On'lee Seu@ Intact
Laboratory Use On Lozo M Temp. (F%) Yes/No Yes/ Yes/No
Reeelvedsry Datefime: _ to-tt-A1f Carer F—e otlEd -
Resuits:  |contact Phone Email Fax Data Time Initials __|Contact Phone Email Fax Date Time Initisls
Phone Emall Fax Date Time Initials Contact _ Phone Emall Fax Date Time Initials




Attachment 1

Key to Count Sheets
Count Sheets
Analytical Procedures

Structures identifications consist of an Asbestos Type followed by a Structure Type

Asbestos Type ) Structure Types

A = Amosite F = Fiber

An = Anthophyllite B Bundle
C Chrysotile + C = Cluster
Cr = Crocidolite M = Matrix
T = Tremolite

ND = no structures detected

M = other structure associated with a matrix
NAM = Non Asbestos Mineral

XGB = partly obscured by a grid bar

Sizing Conversion
1 length unit =5 mm on screen = 0.278 micron
1.80 length units = 0.5 micron
18.0 length units = 5 microns

1 width unit = 1 mm on screen = 0.0556 micron

TEM Analysts
Jeanne S. Orr Paul D. LoScalzo

Nathan DelHierro Mark Steiner =
Angela Heitger _ : Norberto Zimbleman
Jonathan Bernard Robert Workman

TEM Confidence Limits

35
30 -
25 -

£20 1

-

£15 -

7]

10 1 _
5.7
0

95% Confidence Bounds for No. of

20

Number of Structures Counted

Upper and lower 95% contidence bounds for the number of structures counted assuming a Poisson distribution.

File: Shared on server T/Offforms.sg/Attachment |
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Reservoirs Environmental, Inc.

Page | ot

LA = Libby-type amphibole’

OA = Other (non-Libby type) amphibole

C = Chrysotile

TEM Asbestos Structure Count . i
Laboratory nama: RE! Client : ) Analyzed by Y~
tnstniment JEOL too(BD's Sample Type (A=Aii, D=Oust): A Analysis date’ ol
Air volume (L) or dust area - Mettiod (D=Direct, I=indirect, 1
Voltage (KV) 100 KV (cm2) (4 5% 1A=Indiracl, ashed)
. N N Counting rules
Magnification @IOKX Date received by lab |ol 1\_lll (1ISO, AHERA, ASTM) M
Grid opening area N 1L
(mm2) 0.011 Lab Job Number: 221.1%S ' |Grid storage location Month Analyzed
Scale: 1L = 0.28 um Lab Sample Number: COgysH Z | Scope Alignment Date Analyzed
Scale: 1D = 0.056 um F-Factor Calculation (Indirect Preos Only):
Primaty filter area )
(mm2) 288 Fraction of primary ﬁltgt used
Secondary Fitter Area
mm2) Total Resuspension Volume (mf)
Volume Applied to secondary filter
{QA Type (mh
Grid  |Grid Opening s‘;_‘;‘::"’ No. of Structures | _Dimensions | 14enpification |—Mineral Class 1= yes, blank = no
Primary | Total | Length | Width Amohibole C__| NAM_|sketch/Comments | Sketch | Photo | EDS
- J // K 2 ‘{(/7 ; L o
"!’S"L‘ pW\YA ﬁ 70 4 EM, '/ef; & v S
) _ . ontl- ] / L
1254 P ( ) 704!«/\‘/14/\;‘ S Ao Jeﬁa\ms
S i 44 , '
Rev 3-2009

NAM = Non-asbestos material




Reservoirs Enmvironmental, Inc.

Page 1 of

LA = Libby-type amphibola

OA = Other (non-Libby lypei amphibole

Cs= Chlysoﬂle

TEM Astiesfos Structure Count '
Laboratory name: REl [Client : oA Analyzed by b
Instrument JEOL 100(TDs " | samgle Type (A=A, D=pusti | A Analysis date pﬂz/q‘ |
Air volume (L) or dust area 4 |Method (D=Direct, I=Indirect,
Voltage (KV) 100 KV (cm2) _ 143K IA=Indirect, eshed) D
5 Counting rules .
Magnification @I OKX Date received by lab io]n ‘ il |1SO, AHERA, ASTM) M
Grid opening area N - I . _
(mm2) 0.011 Lab Job Number. . 2201%S Grid storage location Month Analyzed
Scate: 1L = 0.28 um Lab Samole Number. | CO¥SY ’& Scope Alignment Date Analyzed
|Scale: 10 = - 0.056 um - F-Factor Calculation (Indirect Preps Only):
|Primauy filter.area - : i
mm2 . 385 Fraction ofblhinlylflllermed
;s"e‘;:)ja) ary Filter Area Total Resuspension Voluma (ml)
: Volume Applied to Secondary filter
QA Type (m0 . ' -
Grid  |Grid Opening s';."y‘;':"’ |_No. of Structures | _Dimensions Identification |—Mineral Class 1= ves, blank = no
. _ Width Amphibole Cc NAM _{Sketc nts | Sketch | Photo | EOS
l:) (a4 "t J_/ D __ .
=d- = TaW4 v/ .
Fq-4 Q,m"\ /& 70Zw1 [’)»wp A
. 6‘:”4 Q’I'AA /f) "’\A ( |z !
B bﬂ ‘(’lﬂ ' /m A '71//
. ] 7
Fd-6 /
/ r
Rev 3-2009

NAM = Non-asbestos material




Reservoirs Environmental, Inc.

TER Asbestos Structure Count

Page 1 of

Laboratory name: REI Client : . Analyzed by g6
Instrument JEOL IOQS Samole Type (A=Alr, D=Dust): A Analysis date 1.0[ { 1’/ Y
[ Alr volume (L) or dust area N Method (D=Olrect, I=Indirect, I 7
Voltage (KV) 100 KV (cm2) indt IA=indirect, ashed) .

- /@ Counting rules )
Magnification 20100)10KX Date received by lab ek (1SO, AHERA, ASTM) Ak
Grid opening area N T
(mm2) 0.011 Lab Job Number; 221.2%S Grid storage locatian Month Analyzed
Scale: IL = 0.28 um Lab Sample Number: go_zs_ﬂ_ Scope Alignment Date Analyzed
Scale: 1D= 0.056 um F-Factor Calculation (Indirect Preps Only):
Primary filter area y :

mma2) 285 Fraction of primary Iiter used |
pocodary Flter Area Total Resuspension Vokume (m)
Voluma Applied to secondaly filter
|OA Tvoe (mi)
GI'M Grid openlng s'mctum No. of Strudums Dmns‘ons Identification Mineral Class . 1= yes, b'ank = NQ
Length | Width Amphibole _ NAM _[Sketch/Comments | Sketch | Photo | EDS
AT . . . .
[’\T [ 1 q = L J A [ . : /
| K -
| 6‘{“‘ fa /é S -
A [pd-2 I L/ L/
> A" </ ——— (: pavi :7 /!
(4D /
. ' . : Rev 3-2000

LA = Libby-type amphibole OA = Other (non-Libby type) amphibole C= Chlysotlb NAM = Non-asbestos material




Reservoirs Environmental, Inc.

Page 1 of

LA = Libby-type amphibole

OA = Other (non-Libby type) amphibole

C= Ct_urysotlle

TEIf Asbestos Struefure Count ’ _
Laboratorv name: REI Chient : QM\Z Analyzed by Aty ~)
Instrument JEOL 10a(Ds | Sample Type (A=Alr, D=Oust): A Analysis date oz
Alr voiume (L) or dust area T Method (D=Direct, i=Indirect, L
Voltage (KV) 100 KV (cm2) LKL, IA=indirect, ashed) kY
- = . Counting mles ;
Magnification /2@!0'0( Date received bv lab 10' " lt( (1ISO, AHERA, ASTM) A’ﬂ’_
Grid opening area N ' TT _
(mm2) 0.011 Lab Job Number: 227 71%S Grid storage location Month Analyzed |
Scale; 1L = 0.28 um Lab Sample Number. ‘ COYSYS Scope Alignment Date Analyzed
Scale: 1D = 0.056 um F-Factor Calculation (Indirect Preps Onty): '
Primaiy filter area . ’
mm2) I g5 *chuon of primey filter used
Secondary Filter Area i
mm2) Total Resuspension Volume (ml)
Volume Applled to secondary filler
QA Type (L)
Grid |Grid Opening Structure | No. of Structures Dimenslons __| 4o ntification | Mineral Class 1= yes, bléqk =no_
] Length Width Amphbbole _ C NAM_ [Sketch/C Sketch | Photo | EDS
4 |da2 | M) | |
' | 0% gl £ | E-SL
a5 /\M l?m«y/) A 0t r%;/ﬂq_' D ‘5
| Ez3| M Aodlls Ay gl |
b e | ma g | 7 A
_ / ; v I !
Fa-b | AM) / - '
Rev 3.2000

NAM = Non-asbestos material




- Page 1 of
Reservoirs Environmental, Inc. .

TEM Astestos Structure Count :
Laboratory name: RE! _ Client : - < ) Analyzed bv hil-2
| Instrument JEOL 100@8 - Samg'le Type (A=Alr. D=Dust): A - ' Analysis date Ioh_f/t(
Air volume (L) or dust area : Method (D=Direct, t=Indirect,
Voltage (KV) 100 KV (cm2) 4<0 lA=Indirect,_ashed) Ry,

- /a Counting rules _ )
jMagnification 20100/10KX Date received by lab ]OI {t l i (1SO, AHERA, ASTM) A’“’
Grid opening area N’ T '

(mm2) 0.011 Lab Job Number: 222 7%S Grid storage location Month Analyzed
Scale: 1L = 0.28 um _ HLab Sample Number: ' COxsH(, Scope Alignment . Date Analyzed
Scale: 1D = 0.056 um F-Factor Calculation (indirect Preps Onl\}):

Primary filter area i

(mm2) S . 385 Fraction of ptimary iiter used

Secondary Filter Area

mm2) Total Resuspension Voiume (mi)

. ’ Voluma Applled to Secondaly filter
|QA Tvpe : {mih)
Grid | Grid Opening Structure | _No. of Structures Dimensions identlfication Mineral Class ' 1= yes, blank = no

Length | Width Amphibola C__| _NAM _lIsketchiComments | Sketch | Photo | EDS

A Me1

(% i) ~ | - - ; : | E
¥574 éfgf‘fryn  / _7(9,:TL,A AVUZ | sy’og Jebip s

£54

A 1432
Ho %
(435

’ “‘ ,a/i/k
A

Fo

\

: - - Rev 3-2008
LA = Libby-type amphibole OA = Other (non-Libby type) amphibole C= Chuysotile NAM = Non-asbestos material




Reservoirs Enviro

Page 1 of

nmental, Inc.
TEM Asbestos Structure Count '
lLaboratorz name: REI Icllent : : Analyzed by iy )
Instrument JEOL 100(f)s Sample Type (A=Alr, D=Oust): ' A Analysis date |_optlg
- Air votume (L) or dust area Y 0 Method (D=Direct, i=Indirect, -
Vottage (KV) 100 KV (cm2) 14 A=indirect, ashed) - D
; Counting rules ]
hMagnlﬁcatlon rooKX Date recelved by lab el (ISO, AHERA, ASTM) Aft
Grid opening area N Tr ;
(mm2) 0.011 Lab Job Number; 221.2%S Grid storage lacation Month Analyzed
Scale: L= 028 um . i.ab Samplo Number: . CO ¥ SYH + Scope Alignment Date Analyzed
Scale: 1D = 0.056 um . F-Factor Calculation (Indirect Preps Only): _ '
F::::;;y fitter area . 285 ' Fraction of primary filler used
S'::‘o;;dary Filter Area | Total Resuspension thyme (i)
Volume Applied to seoondaty filter
|QA Type {tmd
Grd  |Grid Opening s';“y‘;‘:“’ No. of Structures | _Dimensions | 4engfication |—Mineral Class _ 1 = ves, blank = no _
_J Pimaty | Total | Length | wioth Amphibole - NAM_Isket ents | Sketch | Photo | EDS
A’ } H;J\S ‘MO L » //
(3% | W) A GOL n bl 2 debod
i H Al (ot (A A A A
' AloB Lo 7
£5 5| V) B | ]
o
-3 VD 7 ozl
€4-3 | MY / 4 /7
gd-1 | VP B
Rev $-2088

LA = Libby-type amphibole

OA = Other (non-Libby type) amphibole

C = Chrysotile

NAM = Non-asbestos material




Reservoirs Envtronmental, inc.

Page 1 of

LA = Libby-type amphibole

_ TEM Asbestos Structure Count .
Laboﬁto[y name: RE}_ Client : — - > {Analyzed bv b
Instrument _ JEOL 100(FDs Samole Type (A=Alr, D=Oust): A ' |Analysis date whzly
Alr voiume (L) or dust area ' Method (D=Direct, |=Indirect, 7
Vohage (KV) 100 KV (cm2) 940 IA=Indirect, ashed)
B . Counting rules
Magnification Ao Date received by lab « |(iSO, AHERA, ASTM) Ak
Grid opening area SN’ ) . . -
(mm2) 001 Lab Job Number 220 2% | Grid storage lecatien Month Analyzed |
Scale: 1L= 0.28 um *|Lab_Sample Number COFSYY Scope Alignment Date Analyzed
Scale: ID= 0.056 um F-Factor Calculation (indirect Preps Only): .
Primaty filter area
mm2) ] 285 ’Fractlon of primary fiter used
S::no.‘:;d ary Fitter Are Total Resuspension Voiume (mf)
- Volume Appllad lo secondary filler
[QA Tvpe (m :
Grid  |Grid Opening S"Tl;t:fe No. of Structures Dimensens | 4ontification Mineral Class . 1 = ves, blank = no
' g Primary | Total | Length | Width Amphibole ¢ | NAM tch/Comments | Sketch | Photo | EDS
é} 223 VAN o _ o p—
Cd-| - /\/\O : ‘PA’MDA %m (‘W\/F 5’%({@4%2
\l I . -
A | M) Y5 e
£ _ . \ L /
A4t | F A 2] 4
(25-4 | M) AN
Fod | AY) LH U oz
a4 | ) [T
. - - Rev 3.2000
'OA = Cther (non-Libby type) amphibole  C = Chrysotile NAM = Non-asbestos mat'erlal
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Reservoirs Environntental, inc.

- TEM Asbestos Structure Count :
lLaboratog name; RE! Analyzed by e '~)
Instiument JEOL 100(8DS Analysis date ol
’ Method (D=Direct, I=indirect, - U
Voltage (KV) 100 KV |A=|ndirect, ashed)
g . Counting rules ]

Magnificatien | oo (IS0, AHERA, ASTM) Al
Grid opening area N _

mm2) . 0.011 Grid storage lecatien Month Analyzed
Scale; 1L = _0.28um Scope Alignntent . Date Analyzed
Scale: 1D = 0.056 um F-Factor Caiculation (indirect Preps Only):

Primary filter area ) -
|imm2) 385 [Fraction of primary filter used

Secondary Fiter Area .

(mm2) _ Total Resuspension Volume (ml)

, . Votume Applied to secondary fitter
QA Tyoe : [(mD
Grid |Grid Opening| Sttucture [ No. of Structures | Dimensions | |4nfcation | —Minersl Class ' ' _1=yes, blank = no
_ Length | Width _Amphibote C | NAM_|Sketch/Comments | Sketch | Photo | EDS
n H4-4 ~ . -
47 % ! b 7 f L
(ﬂ‘[-q‘ );AA[’ (7 (M TN > =S Lo b S

Fi
£a-4
D lpud,
Fd-lo
£d-
(4,

At |

. R Rev 3-2000
LA = Libby-type amphibole OA = Other (non-Libby type) amphtbole G = Chrysotile . ' NAM = Non-asbestos material




Analytical Procedures — AHERA

Transmission electron microscopy/energy dispersive X-ray spectrometry/selected area electron diffraction
(TEM/EDX/SAED) was employed in the analysis of the samples, which were collected on 25 mm mixed
cellulose ester air filters. A portion of each filter was collapsed with acetone and etched in a plasma asher.
The etched filter was then coated with a thin layer of carbon in a carbon side down. The sample was then
placed inside a condensation washer and treated with acetone to remove the filter matrix and expose any
inert material.

For each sample, enough grid openings on a 200 mesh TEM grid are analyzed to ensure an analytical
sensitivity of at least 0.005 structures/cc. A minimum of four grid openings from two preparations are
analyzed for each sample. The grid openings are searched for fibrous structures which, if present are
analyzed by SAED and/or EDX (elemental analysis). The AHERA protocol requires SAED confirmation
of enough chrysotile asbestos structures on each sample to cause the sample to exceed 70 structures/mm?>
(usually 4 or 5 structures). Both SAED and EDX confirmation are required of enough amphibole structures
on each sample to cause the sample to exceed 70 structures/mm” (usually 4 or 5 structures) per sample.
Either SAED or EDX is required for the remaining asbestos structures of either type. The morphology of -
each structure is determined and the length and the diameter of any asbestos structures are recorded.
Asbestos fibers, bundles, cluster and matrices were identified and recorded. The asbestos structures have
been defined in AHERA as follows:

Fiber: is a structure having a minimum length greater than or equal to 0.5
micron with an aspect ratio of 5:1 or greater with substantially parallel
sides.

Bundle: is a structure composed of three or more fibers in parallel arrangement,

with each fiber closer than the diameter of one fiber.

Cluster: is a structure with fibers in random arrangements such that all fibers are
intermixed and no single fiber is isolated from the group.

Matrix: is a fiber or fibers with one end free and the other end embedded or
hidden by a particulate. The exposed fiber end must meet the fiber
definition given above.

If more than 50 asbestos structures are identified and confirmed on a samEle, AHERA analysis may be

terminated after completion of the grid opening, which contains the 50" structure. AHERA protocol
requires the laboratory to reject any clearance sample which contains in excess of 25% total particulate
loading or which appears to be unevenly loaded.

The AHERA protocol includes specific sampling requirements, including minimum numbers of samples
and minimum air volumes. Specifically, the 70 structures/mm” clearance criteria is only allowed for sets
* five inside samples (collected in a group of 13 samples including: five outsides and three blanks) with
volumes greater than 1200 liters (40 CFR Part 763, page 41894). Deviation from the AHERA sampling
protocol may affect the validity of the analytical results. Analysis of samples collected by non-protocol
methods are not accredited by NVLAP

Eguations Used for Calculations

Area Analyzed, mm?® =# GO counted x Average GO Area (mm)

Concentration, s/cc = # Asbestos Structures x 1 x EfT. Filter Area (mm?® x _IL
#GOCounted -~  Volume(L) Average GO area(mm®)  1000cc

Filter loading, ssimm2 = #-Asbestos structures
Area Analyzed (inm%)

GO = TEM grid opening

File: Shared on server T/Offforms.sg/AHERA Procedures
Revised: 02/27/02




